
Specifications 
1. Units are UL lIsted. 

2. Enclosures are galvanized code gauge steel, finished with black polyurethane paint. 

3. A hinged door shall be provided to protect access to the circuit breaker handles. An optional key-latch may 
be provided. 

4. A standard 1” per pole snap-in frame shall be provided for circuit breaker connection to line power. 

5. All branch circuits are provided with a UL Listed branch rated circuit breakers. 

6. A back fed Main breaker may be provided. 

7. All wiring devices are UL Listed Grounding type. Where single conductor devices are used, a Grounded de-
vice shall be provided. 

8. All internal conductors are UL Listed copper  

Features  

• Steel construction with black powder coat finish 

• Connector types:   
NEMA Locking 
U-Ground ( Edison ) 

Stage Pin 

Pin & Sleeve 

Cam 

• Connector ratings - single phase 125V., thru  
3Ø 277/480V 

• Color coding of connectors by phase is       
available in some cases.  

• UL Listed 

 

Options 

• Audio/signal connectors can also be specified. Voltage barriers 
will be built into the enclosure when signal and power devices 
are mixed in the same unit.  

• GFCI and switch-rated breakers are available. 

• Isolated Ground Connecctors 

• Enclosures can be manufactured as NEMA 3R type when re-
quired for wet location use. 
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CONSTRUCTION SPECIFICATIONS 
1. Enclosure shall anodized aluminum. 
2. All wiring devices shall be UL Listed, grounding type.  
3. All branch circuits shall be provided with a UL Listed branch rated circuit breaker. 
4. Each branch circuit shall have a UL Recognized pilot light to indicate current present. 
5. When pigtails are provided, cable shall be UL Listed Stage Cable, with a strain relief for attachment to the enclosure. 
6. Units shall be UL Listed 

DBJ-5001545   ( SINGLE PHASE ) 
Distribution:   60A. 
            Input:  60A., 120V., 1Ø, 3-Wire 
                        60A., 2P&G Pin Pigtail 
         Output:  (3) 20A., 120V. Edison Duplex 
    Feed-Thru:  None 

 Size / Weight:  6”L. x 5”W. x 3” H ; 5 lbs. 

C 

DBS-4961 LunchBox  ( SINGLE PHASE ) 
    Distribution:  100A. 
               Input:  100A., 120V., 1Ø, 3-Wire 
                           100A., 120V.,  2P&G Pin  
            Output:  (5) 20A., 120V. Edison Duplex 
      Feed-Thru:  100A., 120V., 2P&G Pin 

    Size / Weight:  10”L. x 6½”W. x 6½”H.; 8 lbs.  

C 

DBJ-5001546  ( SINGLE PHASE ) 
 Distribution: 60A. 
             Input:  60A., 120V., 1Ø, 3-Wire 
                        60A., 2P&G Pin Pigtail 
          Output: (3) 20A., 120V. Pin 
    Feed-Thru: None 

 Size / Weight: 6”L. x 5”W. x 3” H ; 5 lbs. 

C 

DBS-3991 ( SINGLE PHASE ) 
    Distribution:  100A. 
               Input:  100A., 120V., 1Ø, 3-Wire 
                           100A., 120V.,  2P&G Pin  
            Output:  (2) 60A., 120V. Pin 
                           (1) 20A., 120V. Edison Duplex 
      Feed-Thru:  None 

    Size / Weight:  10”L. x 6½”W. x 6½”H.; 8 lbs.  

C 
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OPTIONS 
Enclosure - All standard DistroBoxes are fabricated from aluminum. Steel or Stainless Steel enclosures available on 
request. 

Finish - Standard finish is anodized aluminum. Other colors and finishes are available on request. 
Connectors - The boxes detailed here are standard units. Other connectors available include:  
                                TYPE                                  Ampacity                                     Voltage 

PIN                                     60 - 100A.                       120V. or 240V. 
NEMA Edison                     15 - 50A.                         125V. || 125/250V. || 120/208V. 
NEMA Locking                    15 - 50A.                         125V. || 125/250V. || 120/208V. 
Pin & Sleeve                       60 - 100A.                       120/240V. || 120/208V. 

Meters - Analog or digital meters can be added to any distros. These can be as simple as iron-vane ammeters or as 
modern as a panel mounted true RMS digital multimeter.  

Wheels - A way to increase portability is with a dolly tray. The dolly is complete with 4” heavy-duty wheels can be 
fabricated to hold the larger DistroBoxes. An alternate method is to provide casters bolted directly to the bottom 
of the DistroBox. 

FOR INFORMATION AND PRICING OF CUSTOMIZED DISTROS, CONTACT THE FACTORY AT 631-753-9550  

C 

DBS-4633  ( THREE PHASE ) 
    Distribution:  300A. 
               Input:  100A., 120/208V., 3Ø, 5-Wire 
      Input Type:  (5) #2 Cam Pigtails 
            Output:  (3) 100A., 120V. 2P&G Pin 
                                                       (3) 20A. 
Edison Duplex   
       Feed-Thru:  None 

   Size / Weight:  10”L.x 6½” W.x 6½”H. ; 15 lbs.  

DBT-4681 ( THREE PHASE ) 
    Distribution:  600A. 
               Input:  200A., 120/208V., 3Ø, 5-Wire 
                          (5) Cam 2/0 Pigtails 
            Output: (6) 100A., 120V. 2P&G Pin               
                                        (1) 20A., 120V. Edison Duplex 
      Feed-Thru: None 
  Size / Weight: 15”L.x 10”W.x 10”H. ;  33 lbs. 

C 

DBT-4671 ( THREE PHASE ) 
    Distribution:  600A. 
               Input:  400A., 120/208V., 3Ø, 5-Wire 
                           (5) Panel Mount Cam  
            Output:  (6) 100A., 120V. 2P&G Pin 
                                                       (1) 20A., 120V. 
Edison Duplex 
       Feed-Thru:  (5) Panel Mount Cam  

   Size / Weight:  19”L. x 13”W. x 7”H.; 39lbs. 

C 
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Tie-ins ( PIGTAILS ) 

• SC Type Stage Cable ( #2Awg, 2/0 , 4/0 ) 
• Standard Lengths - 5’, 10’ 
• Available banded or single 
• Leviton / ECT Cam connectors 

Catalog Number                     Ampacity            Length                  Cable 

100PTCL-5*                              100                      5’                 #2 SC (Stage Cable) 
100PTCL-10*                            100                      10’               #2 SC (Stage Cable) 
 

200EXTCL-5*                            200                      5’                 2/0 SC (Stage Cable) 
200EXTCL-10*                          200                      10’               2/0 SC (Stage Cable ) 
 

400EXTCL-5*                            400                      5’                 4/0 SC (Stage Cable) 
400EXTCL-10*                          400                      10’               4/0 SC (Stage Cable ) 

WCF201-1 

Extensions  

• SC Type Stage Cable ( #2Awg, 2/0 , 4/0 ) 
• Standard Lengths - 25’, 50’, 100’ 
• Available banded or single 
• Leviton / ECT Cam connectors 

 Catalog Number                   Ampacity            Length                   Cable 

100EXTCL-25*                          100                      25’               #2 SC (Stage Cable) 
100EXTCL-50*                          100                      50’               #2 SC (Stage Cable ) 
100EXTCL-100*                        100                      100’             #2 SC (Stage Cable ) 
 

200EXTCL-25*                          200                      25’               2/0 SC (Stage Cable) 
200EXTCL-50*                          200                      50’               2/0 SC (Stage Cable ) 
200EXTCL-100*                        200                      100’             2/0 SC (Stage Cable ) 
 

400EXTCL-25*                          400                      25’               4/0 SC (Stage Cable) 
400EXTCL-50*                          400                      50’               4/0 SC (Stage Cable ) 
400EXTCL-100*                        400                      100’             4/0 SC (Stage Cable ) 

* = Color : A = Black ; B = White ; C = Red ; D = Blue ; E = Green 

Banded Cables and Custom Lengths 
Union Connector can band cable sets with flexible heat-shrink tubing, or build cables to  special lengths. 
We can also build special cables with cam devices to meet special needs without incurring major setup 
fees. For more information or a price quotation, contact Union Connector at 631-753-9550,  or one 
of your local Union Connector sales reps. 
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 Catalog Number        Ampacity        Voltage     Length      Cable 

20EXTGP-5                     20                 125              5’          12/3SO 
20EXTGP-10                   20                 125             10’         12/3SO 
20EXTGP-25                   20                 125             25’         12/3SO 
20EXTGP-50                   20                 125             50’         12/3SO 
20EXTGP-75                   20                 125             75’         12/3SO 
20EXTGP-100                 20                 125            100’        12/3SO 

20A. Extensions  

• 12/3 SO Type Hard-usage Cable  
• Standard 20A. 2P&G connectors 
• Standard Lengths - 5’ - 100’ 
• Clear covers 

  Catalog Number       Ampacity        Voltage     Length     Cable 

60EXTGP-5                    60                  125            5’               #6 SC 
60EXTGP-25                  60                  125           25’              #6 SC 
60EXTGP-50                  60                  125           50’              #6 SC 
60EXTGP-100                60                  125          100’             #6 SC 
 

60EXTHG-5                    60                  240            5’               #6 SC 
60EXTHG-25                  60                  240           25’              #6 SC 
60EXTHG-50                  60                  240           50’              #6 SC 
60EXTHG-100                60                  240          100’             #6 SC 
 

100EXTGP-5                100                  125            5’               #4 SC 
100EXTGP-25              100                  125           25’              #4 SC 
100EXTGP-50              100                  125           50’              #4 SC 
100EXTGP-100            100                  125          100’             #4 SC 
 

100EXTHG-5                100                  240            5’               #4 SC 
100EXTHG-25              100                  240           25’              #4 SC 
100EXTHG-50              100                  240           50’              #4 SC 
100EXTHG-100            100                  240          100’             #4 SC 

60A. & 100A.  Extensions  

• SC Type Stage Cable  
•  60A. and 100A. 
• 120V. And 240V. available 
• Standard Lengths - 5’ - 100’ 
• Banded with shrink tubing 



Custom Extension Cables 
Union Connector can build cable sets with a variety of options: 

• Custom lengths 

• Velcro cableties 

• Colored covers on 20A. cable sets 

• Engraved covers  

• For more information or a price quotation, contact Union Connector at 631-753-9550 
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Ordering Information 
Example: 25’, 20A., 125V.,  Extension                                              Catalog No.:  20EXTGP-25 

20  EXT   GP  -  25   
 

Ampacity of assembly 
Type of assembly 
             EXT = Extension cable 
               
Type of Wiring device 
             GP = 125V. Stage Pin 
              GH = 240V. Stage Pin ( 60 or 100A. only ) 
               
Length  
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 Catalog Number        Ampacity        Voltage     Length      Cable 

20EXTGL-5                     20                 125              5’          12/3SO 
20EXTGL-10                   20                 125             10’         12/3SO 
20EXTGL-25                   20                 125             25’         12/3SO 
20EXTGL-50                   20                 125             50’         12/3SO 
20EXTGL-75                   20                 125             75’         12/3SO 
20EXTGL-100                 20                 125            100’        12/3SO 
 
20EXTGL14-5                 20              125/250          5’          12/3SO 
20EXTGL14-10               20              125/250         10’         12/3SO 
20EXTGL14-25               20              125/250         25’         12/3SO 
20EXTGL14-50               20              125/250         50’         12/3SO 
20EXTGL14-75               20              125/250         75’         12/3SO 
20EXTGL14-100             20              125/250        100’        12/3SO 
 
20EXTGL21-5                 20              120/208          5’          12/5SO 
20EXTGL21-10               20              120/208         10’         12/5SO 
20EXTGL21-25               20              120/208         25’         12/5SO 
20EXTGL21-50               20              120/208         50’         12/5SO 
20EXTGL21-75               20              120/208         75’         12/5SO 
20EXTGL21-100             20              120/208        100’        12/5SO 
 
30EXTGL14-5                 30              125/250          5’          10/3SO 
30EXTGL14-10               30              125/250         10’         10/3SO 
30EXTGL14-25               30              125/250         25’         10/3SO 
30EXTGL14-50               30              125/250         50’         10/3SO 
30EXTGL14-75               30              125/250         75’         10/3SO 
30EXTGL14-100             30              125/250        100’        10/3SO 
 
30EXTGL21-5                 30              120/208          5’          10/5SO 
30EXTGL21-10               30              120/208         10’         10/5SO 
30EXTGL21-25               30              120/208         25’         10/5SO 
30EXTGL21-50               30              120/208         50’         10/5SO 
30EXTGL21-75               30              120/208         75’         10/5SO 
30EXTGL21-100             30              120/208        100’        10/5SO 

20A. and 30A. Extensions  

• 12/3 SO Type Hard-usage Cable  
• Edison “U-Ground” conectors 
• Standard Lengths - 5’ - 100’ 
• 15A. and 20A. 

L5-20  

L14-20  

L21-20  

L14-30  

L21-30  
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Ordering Information 
Example: 25’, 20A., 125V.,  Extension                                               Catalog No.:  20EXTGL-25 

20  EXT   GL  -  25   
Ampacity of assembly 

Type of assembly 
             EXT = Extension cable 

Type of Wiring device 
             GL = 125V., NEMA L5 
              GL14 = 125/250V., NEMA L14 
              GL21 = 120/208V., NEMA L21 

Length  

Custom Extension Cables 
Union Connector can build cable sets with a variety of options: 

• Custom lengths 

• Velcro cableties 

• Special marking on cable 

• Colored strain reliefs 

• For more information or a price quotation, contact Union Connector at 631-753-9550 
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 Catalog Number        Ampacity        Voltage     Length      Cable 

15EXTUG-5                     15                 125              5’          12/3SO 
15EXTUG-10                   15                 125             10’         12/3SO 
15EXTUG-25                   15                 125             25’         12/3SO 
15EXTUG-50                   15                 125             50’         12/3SO 
15EXTUG-75                   15                 125             75’         12/3SO 
15EXTUG-100                 15                 125            100’        12/3SO 
 
20EXTUG-5                     20                 125              5’          12/3SO 
20EXTUG-10                   20                 125             10’         12/3SO 
20EXTUG-25                   20                 125             25’         12/3SO 
20EXTUG-50                   20                 125             50’         12/3SO 
20EXTUG-75                   20                 125             75’         12/3SO 
20EXTUG-100                 20                 125            100’        12/3SO 

15A. and 20A. Extensions  

• 12/3 SO Type Hard-usage Cable  
• Edison “U-Ground” conectors 
• Standard Lengths - 5’ - 100’ 
• 15A. and 20A. 

Ordering Information 
Example: 25’, 20A., 125V.,  Extension                                              Catalog No.:  20EXTUG-25 

20  EXT   UG  -  25   
Ampacity of assembly 

Type of assembly 
             EXT = Extension cable 

Type of Wiring device 
             UG = 125V. Edison (U-Ground) 

Length  

Custom Extension Cables 
Union Connector can build cable sets with a variety of options: 

• Custom lengths 

• Velcro cableties 

• Special Marking on cables 

• For more information or a price quotation, contact Union Connector at 631-753-9550  

15A.  

20A.  
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 Catalog Number        Circuits                     Length 

20EXTMP-25                   6                             25’ 
20EXTMP-50                   6                             50’ 
20EXTMP-75                   6                             75’ 
20EXTMP-100                 6                           100’ 

Extensions 

• Standard 19-Pin connectors  
• Soldered connections 
• Flexible 12/14 Pro-flex cable 

   Catalog Number               Type                 Male              Female 

20EXTMP16-GP               Break-out           19-Pin             Stage Pin 
20EXTMP16-GL                Break-out           19-Pin             L5-20    
20EXTMP16-UG               Break-out           19-Pin             U-Ground 
20EXTMP16-GPM            Break-in             Stage Pin        19-Pin  
20EXTMP16-GLM             Break-in             L5-20              19-Pin   
20EXTMP16-UGM            Break-in             U-Ground       19-Pin 

Break-ins / Break-outs 

• Standard 19-Pin connectors  
• Soldered connections 
• (6) 36” 12/3SJ cable tails 

Custom Assemblies 
Union Connector can build multi-pin assemblies with a variety of options: 

• Custom lengths 

• Special marking on cable 

• Other multi-pin devices available ( 7-pin, etc.) 

• For more information or a price quotation, contact Union Connector at 631-753-9550 
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 Catalog Number                                          Description 

CABLE 12/3 SO 2-FER 36''           12/3 SO Molded 'Y' Cable, no connectors 
2FUG-36-12/3-15A                         15A. 2-Fer, 5-15 Edison (U-Ground) 
2FUG-36-12/3                                20A. 2-Fer, 5-20 Edison (U-Ground) 
2FGP-36-12/3                                20A. 2-Fer, Stage pin 
2FGL-36-12/3Y                              20A. 2-Fer, L5-20 Twist Locking 

Two-fers 

• 12/3 SO Type Hard-usage Cable  
• Molded “Y”  
• Standard 36” length 

  Catalog Number                                         Description 

CABLE 12/3 SO 3-FER 36''            12/3 SO Molded 'W' Cable, no connectors 
3FUG-36-12/3-15A                         15A. 3-Fer, 5-15 Edison (U-Ground) 
3FUG-36-12/3                                 20A. 3-Fer, 5-20 Edison (U-Ground) 
3FGP-36-12/3                                 20A. 3-Fer, Stage pin 
3FGL-36-12/3Y                               20A. 3-Fer, L5-20 Twist Locking 

Three-fers 

• 12/3 SO Type Hard-usage Cable  
• Molded “W”  
• Standard 36” length 

 Catalog Number                                          Description 

15ADUGF/GPM           15A. 5-15R Parallel blade Edison female to 20A. Stage pin male 
15ADUGM/GPF           15A. 5-15P Parallel blade Edison male to 20A. Stage pin female 
20ADUGF/GPM           20A. 5-20R Edison female to 20A. Stage pin male 
20ADUGM/GPF           20A. 5-20R Edison male to 20A. Stage pin female 
20ADGLF/GPM            20A. L5-20R Locking female to 20A. Stage pin male 
20ADGLM/GPF            20A. L5-20R Locking male to 20A. Stage pin female 

Adapters 

• 12/3 SO Type Hard-usage Cable  
• Standard Pin and NEMA connectors  
• Standard 6” length 



WCF601-2 

Custom Adapters / Assemblies 
Union Connector can build adapters with a variety of options: 

• Hi-temp fibreglass sleeving over hi-temp conductors instead in lieu of SO cable 

• Custom lengths 

• Special marking on cable 

• Colored strain reliefs or covers 

• For more information or a price quotation, contact Union Connector at 631-753-9550  
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Snakebites ( CAM TO PIN ADAPTERS ) 
• #4 SC Type Stage Cable  
• Standard Lengths - 36” 
• 120V. And 240V. available 
• 2P&G Pin connectors 
• Leviton / ECT Cam connectors 

 Catalog Number                                          Description 

100ADGPM/CLF         100A., 120V. Stage Pin male to (3) Cam female pigtals 
100ADHGM/CLF         100A., 240V. Stage Pin male to (3) Cam female pigtals 

Ordering Information 
Example: 20A. Adapter, U-Ground Female to Stage Pin male             Catalog No.:  20ADUGF/GPM 
 

20  AD   UGF / GPM   
 

Ampacity of assembly 
Type of assembly 
             2F = Two-fer 
              3F = Three-fer 
              AD = Adapter  
Type of Wiring device (s) 
             GP = 125V. Stage Pin 
              GH = 240V. Stage Pin 
              GL = NEMA Locking 
              UG = U-ground ( Edison ) 
              CL = Cam 
              M = Male 
              F= Female 
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20-2P&G CABLE CONNECTORS  

Features 

• UL Listed - File E11417 

• ULc Listed for use in Canada. 

• Rated 20A.,125V. / 15A., 250V. AC 
• Pin configuration conforms to ESTA standards. 

• Compatible with other entertainment industry pin connectors. 

• Non-melting thermo-set molded phenolic construction. 

• Ergonomic shape for ease of handling. 

• Enough space in body to wire for a two-fer. 
• Solid brass contact pins. 

• Wire connection with traditional crimp lugs or direct connect      
pressure- plate terminals. 

• “Floating” pins guarantee an easy fit and better electrical connection. 
• Pins are removable and replaceable. 

• All screws standard Phillips. 

• Covers available in a choice of 7 different colors or clear see-thru. 

• Covers can be private-labeled with text or logo. 

• Cable entry for 12/3 SO. 
• Strain relief for use with either small cable or fiberglass sleeved wires. 

                                          CATALOG NUMBER                                           CONNECTION      COVER COLOR 
                     Male Plug                                   Female Connector 

 
20-2P&GMP                                        20-2P&GFP                         Pressure plate              Black  
20-2P&GMP-B                                    20-2P&GFP-B                     Pressure plate              Blue 
20-2P&GMP-C                                    20-2P&GFP-C                     Pressure plate              Clear  
20-2P&GMP-G                                    20-2P&GFP-G                     Pressure plate              Green  
20-2P&GMP-O                                    20-2P&GFP-O                     Pressure plate              Orange 
20-2P&GMP-R                                    20-2P&GFP-R                     Pressure plate              Red 
20-2P&GMP-W                                   20-2P&GFP-W                    Pressure plate              White 
20-2P&GMP-Y                                    20-2P&GFP-Y                     Pressure plate              Yellow 
 
20-2P&GMC                                        20-2P&GFC                         Crimp Lug                     Black  
20-2P&GMC-B                                    20-2P&GFC-B                     Crimp Lug                     Blue 
20-2P&GMC-C                                    20-2P&GFC-C                     Crimp Lug                     Clear  
20-2P&GMC-G                                    20-2P&GFC-G                     Crimp Lug                     Green  
20-2P&GMC-O                                    20-2P&GFC-O                     Crimp Lug                     Orange 
20-2P&GMC-R                                    20-2P&GFC-R                     Crimp Lug                     Red 
20-2P&GMC-W                                   20-2P&GFC-W                    Crimp Lug                     White 
20-2P&GMC-Y                                    20-2P&GFC-Y                     Crimp Lug                     Yellow 
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2P&G PANEL MOUNT DEVICES 
Features 

• ULc Listed - File E11417 

• Rated 20A.,125V. / 15A., 250V. AC 

• Pin configuration conforms to ESTA standards. 

• Non-melting thermo-set molded phenolic construction. 

• Solid brass contact pins. 
• “Floating” pins guarantee an better fit and electrical connection. 

• Patented Spring-Lock™ simplifies installation. Push the device 
into position and the hardened steel spring holds it securely in 
place. 

 

BRANCH-OFFS ( 3-FER BLOCK ) 
Features 

• UL Listed - File E11417 

• Pin configuration conforms to ESTA standards. 
• Fabricated from Electrical grade phenolic - cannot melt or burn. 

• Male tap style has male pins for plug-in connection to outlet. 

• Cable style has cable entry hole sized for 12/3 SO. 

• Provides a simple way to “ 3-Fer ” an outlet or pigtail. 

PCL101-2 

             CATALOG NUMBER                                                    DESCRIPTION 
 
2P&GF-FL                                 20A., 125V. Panel mount female receptacle 
2P&GM-FL                                20A., 125V., Panel mount male inlet 
G3255                                       20A., 125V., 3-fer Branch-off, Cable entry hole                     
G3255MT                                  20A., 125V., 3-fer Branch-off, Male pin input ( Male tap) 
COVER-20-BLACK                   20-2P&G BLACK Cable Connector cover 
COVER-20-BLUE                      20-2P&G BLUE Cable Connector cover 
COVER-20-CLEAR                   20-2P&G CLEAR Cable Connector cover 
COVER-20-GREEN                  20-2P&G GREEN Cable Connector cover 
COVER-20-ORANGE               20-2P&G ORANGE Cable Connector cover 
COVER-20-RED                       20-2P&G RED Cable Connector cover 
COVER-20-WHITE                   20-2P&G WHITE Cable Connector cover 
COVER-20-YELLOW                20-2P&G YELLOW Cable Connector cover 
RINGLUG 100                           Bag of (100) Ring lugs for #10-12 wire 
FLAGLUG(100)                         Bag of (100) Flag lugs for #10-12 wire 
8/32(100)                                   Bag of (100) 8/32 Brass screws for 20A. connectors 
#8BF(100)                                 Bag of (100) #8 Steel screws for 20A. connectors 
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CABLE CONNECTORS  

Features 

• UL Listed - File E11417 

• ULc Listed for use in Canada. 

• Available in 125V. and 240V.  
• Compatible with other entertainment industry pin connectors. 

• Fabricated from Electrical grade phenolic - cannot melt or burn. 

• Ergonomic shape with Sure-Grip™ edge for ease of handling. 

• Solid brass contact pins. 

• Wire connection secured by set screws in pins. 
• “Floating” pins guarantee an easy fit and better electrical 

connection. 
• Cable entry sized for range from  4/3 SO to multiple #6 EISL. 

      CATALOG NUMBER                        RATING                                         DESCRIPTION 
60-2P&GF1                                  60A., 125V.               Female cable connector 
60-2P&GM1                                  60A., 125V.               Male cable plug 
60-2P&GF-FL                               60A., 125V.               Female panel mount receptacle - Spring-Lock™ 
60-2P&GF-FL-B                           60A., 125V.               Female panel mount receptacle - Bolt-on 
60-2P&GM-FL                              60A., 125V.               Male panel mount inlet - Spring-Lock™ 
60-2P&GM-FL-B                           60A., 125V.               Male panel mount inlet - Bolt-on 
60-2H&GF1                                  60A., 240V.               Female cable connector 
60-2H&GM1                                 60A., 240V.               Male cable plug 
60-2H&GF-FL-B                           60A., 240V.               Female panel mount receptacle - Bolt-on 
60-2H&GM-FL-B                          60A., 240V.               Male panel mount inlet - Bolt-on 

PANEL MOUNT DEVICES  

Features 

• UL Listed - File E11417 

• ULc Listed for use in Canada. 

• Available in 125V. and 240V.  

• Pin configuration conforms to ESTA standards. 
• 125V. devices are molded polycarbonate. 

• 240V. devices are fabricated from Electrical grade phenolic.  

• Available with Spring-Lock™ or bolt-on type mounting. 

• Solid brass contact pins. 
• Wire connection secured by set screws in pins. 

• Floating” pins guarantee an easy fit and better electrical connection. 
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CABLE CONNECTORS  

Features 

• UL Listed - File E11417 

• ULc Listed for use in Canada. 

• Available in 125V. and 240V.  
• Compatible with other entertainment industry pin connectors. 

• Fabricated from Electrical grade phenolic - cannot melt or burn. 

• Ergonomic shape with Sure-Grip™ edge for ease of handling. 

• Solid brass contact pins. 

• Wire connection secured by set screws in pins. 
• “Floating” pins guarantee an easy fit and better electrical 

connection. 
• Cable entry sized for range from  2/3 SO to multiple #4 EISL. 

      CATALOG NUMBER                        RATING                                         DESCRIPTION 
100-2P&GF1                               100A., 125V.               Female cable connector 
100-2P&GM1                               100A., 125V.               Male cable plug 
100-2P&GF-FL-B                        100A., 125V.               Female panel mount receptacle - Bolt-on 
100-2P&GM-FL-B                        100A., 125V.               Male panel mount inlet - Bolt-on 
100-2H&GF1                               100A., 240V.               Female cable connector 
100-2H&GM1                              100A., 240V.               Male cable plug 
100-2H&GF-FL-B                        100A., 240V.               Female panel mount receptacle - Bolt-on 
100-2H&GM-FL-B                       100A., 240V.               Male panel mount inlet - Bolt-on 

PANEL MOUNT DEVICES  

Features 

• UL Listed - File E11417 

• ULc Listed for use in Canada. 

• Available in 125V. and 240V.  
• Pin configuration conforms to ESTA standards. 

• Fabricated from Electrical grade phenolic.  

• Available with Spring-Lock™ or bolt-on type mounting. 

• Solid brass contact pins. 

• Wire connection secured by set screws in pins. 
• Floating” pins guarantee an easy fit and better electrical connection. 
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             CATALOG NUMBER                                                    DESCRIPTION 
 
RINGLUG 100                           Bag of (100) Ring lugs for #10-12 wire 
FLAGLUG(100)                         Bag of (100) Flag lugs for #10-12 wire 
8/32(100)                                   Bag of (100) 8/32 Brass screws for 20A. connectors 
#8BF(100)                                 Bag of (100) #8 Steel screws for 20A. Connectors 
20-2P&G-SR(100)                     Bag of (100) Strain reliefs for 20A. Cable connectors  
PIN#UC-505-H                          Female Pin, Pressure Plate style w/pressure plate and screw  
PIN#UC-506-G                          Male Pin, Pressure Plate style w/pressure plate and screw  
PIN#UC-555-A                          Female Pin, Crimp style w/screw  
PIN#UC-556                              Male Pin, Crimp style w/screw  

REPLACEMENT PARTS  

PANEL MOUNT  

2P&GM-FL 
2P&GF-FL Panel Cutout 

CABLE MOUNT  

20-2P&GF* 20-2P&GF* 

BRANCH-OFFS ( 3-FER BLOCK ) 

G3255 G3255MT 
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60 AMP PANEL MOUNT  

60 AMP CABLE MOUNT  

60-2P&GF1 60-2P&GM1 

60-2P&GF-FL-B 
60-2P&GF-FL 60-2P&GF-FL 

( Panel Cutout ) 60-2P&GF-FL-B 
( Panel Cutout ) 

100 AMP PANEL MOUNT  

100 AMP CABLE MOUNT  

100-2P&GF1 100-2P&GM1 

100-2P&GF-FL-B 100-2P&GF-FL-B 
( Panel Cutout ) 
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Edison ( U-Ground ) 
LEVITON Cat. No.          BRYANT Cat. No.                                                                       Description 

———                      5965-B                                  15A., 125V. Edison 5-15 Male Plug ( Economy ) 
———                      5969-B                                  15A., 125V. Edison 5-15vFemale Connector ( Economy ) 
5266-CB                  5266-NC                               15A., 125V. Edison 5-15 Male Plug 
5269-CB                  5269-NP                               15A., 125V. Edison 5-15 Female Connector 
BR15-SE                  CRS15-BLK                          15A., 125V. Edison 5-15 Duplex Outlet 
5366-C                     5366-NP                               20A., 125V. Edison 5-20 Male Plug 
5369-C                     5369-NP                               20A., 125V. Edison 5-20 Female Connector 
BR20-SE                  CRS20-BLK                          20A., 125V. Edison 5-20 Duplex Outlet 

Union Connector is a stocking distributor for both Leviton and BRYANT. We have access to their complete 
line of products, from Edison connectors to Pin & Sleeve devices. The connectors listed above are the most 
commonly used devices in the industry, but represent only a fraction of what is available. If you have a need 
for other NEMA devices, contact Union Connector for availability and pricing.  

Locking 
LEVITON Cat. No.          BRYANT Cat. No.                                                                       Description 

2311-B                     70520-NPB                           20A., 125V. L5-20 Male Plug 
2313-B                     70520-NCB                          20A., 125V. L5-20 Female Connector 
2310                         70520-FR                             20A., 125V. L5-20 Female Panel Mount 
9965-C                     9965                                     20A., 125/250V. “Nib-Out” Male Plug 
7314-C                     7314                                     20A., 125/250V. “Nib-Out” Female Connector 
7310-B                     7310                                     20A., 125/250V. “Nib Out” Female Panel Mount 
2321-B                     70620-NPB                           20A., 250V. L6-20 Male Plug 
2323-B                     70620-NCB                          20A., 250V. L6-20 Female Connector 
2320                         70620-FR                             20A., 250V. L6-20 Female Panel Mount 
2411                         71420-NPB                           20A., 125/250V. L14-20 Male Plug 
2413                         71420-NCB                          20A., 125/250V. L14-20 Female Connector 
2320                         71420-FR                             20A., 125/250V. L14-20 Female Panel Mount 
2511                         72120-NPB                           20A., 120/208V. L21-20 Male Plug 
2513                         72120-NCB                          20A., 120/208V. L21-20 Female Connector 
2320                         72120-FR                             20A., 120/208V. L21-20 Female Panel Mount 
2611-B                     70530-NPB                           30A., 125V. L5-30 Male Plug 
2613-B                     70530-NCB                          30A., 125V. L5-30 Female Connector 
2620                         70530-FR                             30A., 125V. L5-30 Female Panel Mount 
2621-B                     70630-NPB                           30A., 250V. L6-30 Male Plug 
2623-B                     70630-NCB                          30A., 250V. L6-30 Female Connector 
2620                         70630-FR                             30A., 250V. L6-30 Female Panel Mount 
2711                         71430-NPB                           30A., 125/250V. L14-30 Male Plug 
2713                         71430-NCB                          30A., 125/250V. L14-30 Female Connector 
2710                         71430-FR                             30A., 125/250V. L14-30 Female Panel Mount 
2811                         72130-NPB                           30A., 120/208V. L21-30 Male Plug 
2813                         72130-NCB                          30A., 120/208V. L21-30 Female Connector 
2810                         72130-FR                             30A., 120/208V. L21-30 Female Panel Mount 
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Nib-out 
20A, 125/250V. 

5-15 
15A, 125V. 

5-20 
20A, 125V. 

L5-20 
20A, 125V. 

L5-30 
30A, 125V. 

L6-20 
20A, 250V. 

L6-30 
30A, 250V. 

L14-20 
20A, 125/250V. 

L21-20 
20A, 120/208V. 

L14-30 
30A, 125/250V. 

L21-30 
30A, 120/208V. 



Series 16 
Cat. No.                                         Description 

16DSS-220M*            #2 - 2/0 Male Cable Plug 
16DSS-220F*             #2 - 2/0 Female Cable Connector 
16DSS-204M*            2/0 - 4/0 Male Cable Plug 
16DSS-204F*             2/0 - 4/0 Female Cable Connector 
16MMM*                     Male/Male Turn-around 
16WFF*                      Female/Female Turn-around 
16TMFF*                    Tapping ‘T’ ( male/female/female ) 
16PMMF*                   Paralleling ’T’ ( male/male/female )  
16FMMM*                   3Fer, Female to (3) Males 
16MFFF*                    3Fer, Male to (3) Females 
16RSS-1040M*          Panel Mount Male Inlet - 4/0 wire 
16RSS-1040F*           Panel Mount Feale Outlet - 4/0 wire 
16RTS-1040M*          Panel Mount Male Inlet - 1/2” Threaded Stud 
16RTS-1040F*           Panel Mount Female Outlet - 1/2” Threaded Stud 
16SB-1040*                Snap-back Covers for Panel Mount Devices 
* = Color ( A=Black, B=White, C=Red, D=Blue, E=Green ) 

Features  

• Compatible with industry standard CAM type connectors 

• Manufactured by LEVITON/ECT 

• Machined brass pins 

• Shatter and crack proof TPE and neoprene jacket 

• Easy assembly, no special tools required  

• NEMA 3R rated 

• UL Listed 

CAM  
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Series 15 
Cat. No.                                         Description 

15DS-468M*               #4 - #8 Male Cable Plug 
15DS-468F*                #4 - #8 Female Cable Connector 
15WFF*                       Female/Female Turn-around 
15TMFF*                     Tapping ‘T’ ( male/female/female ) 
15PMMF*                    Paralleling ’T’ ( male/male/female )  
15RTS-468M*             Panel Mount Male Inlet - 5/16” Threaded Stud 
15RTS-468F*              Panel Mount Female Outlet - 5/16” Threaded Stud 
* = Color ( A=Black, B=White, C=Red, D=Blue, E=Green ) 



Male  Cable Plug 

Female Cable Connector 
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 Series 16 

Male Panel Mount 
Threaded 1/2” Stud 

Female Panel Mount 
Threaded 1/2” Stud 

Male Panel Mount 
Double Set Screw 

Female Panel Mount 
Double Set Screw 

Tapping ‘T’ Parallel ‘T’ 

Female Turn-around Male Turn-around 
3-Fer 

Male Cable Connector 

Female Cable Connector 

Female Panel Mount 

Male Panel Mount 

Parallel ‘T’ 

Tapping ‘T’ 

 Series 15 



Features  

• Compatible with industry standard multi-pin connectors 

• Manufactured in Spain by ( ICP ) 

• Machined aluminum housing, anodized black 

• Cable and panel mount devices 

• Strain relief s for various cable sizes 

• Gold plated contacts 

• Solder contacts for #12 - 16 wire    

• UL Recognized 
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19-PIN 
Cat. No.                                         Description 

92-01-419AR-SA     19-Pin Female, cable dia. .51-.79"   
92-01-419AR-SD     19-Pin Female, cable dia. .87-1.26"  
92-02-419AR-S       19-Pin Female panel mount             
92-06-419AR-PA     19-Pin Male, cable dia. .51"-.79"      
92-06-419AR-PD     19-Pin Male, cable dia. .87"-1.26"    
92-09-419AR-P       19-Pin Male panel mount 

7-PIN 
Cat. No.                                         Description 

92-01-37Y-SC         19-Pin Female, cable dia. .51-.79"   
92-02-37Y-S            19-Pin Female panel mount             
92-06-37Y-PC         19-Pin Male, cable dia. .51"-.79"      
92-09-37Y-P            19-Pin Male panel mount 

19-Pin Cables and Boxes 
Union Connector manufactures a complete line of multi-pin cable assemblies using ICP devices. These cable 
assemblies include fan-outs, extension cables, adapters and multi-cable breakouts. Cable can be either SJ, 
SO or flexible Dura-Flex. 

Union Connector also manufactures multi-pin outlet boxes, inlet boxes, patch panels and portable distros. 
These are designed and built to meet specific customer needs.  Contact Union Connector or your local Union 
Connector rep agency for more information. 

WDF301-1 
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Female 
 Panel Mount 

Male 
 Panel Mount 

Female 
 Cable Mount 

Male 
 Panel Mount 

 

 
     7-Pin 
 

Female                       A          B          C 
Panel Mount            1.34      1.81      0.99 

                                            
Male                           A1        B1        C1 
Panel Mount            1.34      2.05      1.04 

 
Female                       D 
Cable Mount            3.66 

 
Male                           D1 
Cable Mount            3.40 

 

 
     19-Pin 
 

Female                        A          B           C 
Panel Mount             1.61      2.20      0.99 

                                             
Male                           A1        B1         C1 
Panel Mount             1.61      2.54      1.04 

 
Female                        D 
Cable Mount            3.66 

 
Male                           D1 
Cable Mount            3.93 



Features  

• IEC 309 construction and contact configuration 

• Available in 60A. or 100A. ampacity rating 

• Single or three-phase versions 

• Color-coded housing delineates voltage 

• Machined brass pins 

• Manufactured by Leviton 

• Easy wiring and assembly   

• Watertight 

• UL Listed 
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60 Amp Pin & Sleeve  
Cat. No. Description 

460P7W 60A., 480V., 2P3W, Male Cable Plug 
460C7W 60A., 480V., 2P3W, Female Cable Connector 
460B7W 60A., 480V., 2P3W, Male Panel Mount Inlet 
460R7W 60A., 480V., 2P3W, Female Panel Mount Receptacle 
 
460P12W 60A., 125/250V., 3P4W, Male Cable Plug 
460C12W 60A., 125/250V., 3P4W, Female Cable Connector 
460B12W 60A., 125/250V., 3P4W, Male Panel Mount Inlet 
460R12W 60A., 125/250V., 3P4W, Female Panel Mount Receptacle 
 
460P9W 60A., 3Ø 250V., 3P4W, Male Cable Plug 
460C9W 60A., 3Ø 250V., 3P4W, Female Cable Connector 
460B9W 60A., 3Ø 250V., 3P4W, Male Panel Mount Inlet 
460R9W 60A., 3Ø 250V., 3P4W, Female Panel Mount Receptacle 
 
560P9W 60A., 3Ø 120/208V., 4P5W, Male Cable Plug 
560C9W 60A., 3Ø 120/208V., 4P5W, Female Cable Connector 
560B9W 60A., 3Ø 120/208V., 4P5W, Male Panel Mount Inlet 
560R9W 60A., 3Ø 120/208V., 4P5W, Female Panel Mount Receptacle 
 
560P7W 60A., 3Ø 277/480V., 4P5W, Male Cable Plug 
560C7W 60A., 3Ø 277/480V., 4P5W, Female Cable Connector 
560B7W 60A., 3Ø 277/480V., 4P5W, Male Panel Mount Inlet 
560R7W 60A., 3Ø 277/480V., 4P5W, Female Panel Mount Receptacle 




